SYS'ON - HD PHILIPS GAMMA

DATASHEET INSIDE
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Key Features Technical Drawing
° Lightweight spun aluminium surface can with a range of accessories
° 60° satin etched reflector providing an optical efficiency of 87% 0 0
£
e  Pendant version with adjustable 2 m suspension kit £
~N
wn
° Black, white or grey body colour options -
° Other colours available on request
®  Available in 3000 K or 4000 K
2203 mm
z F I
Declaration of Conformity available
Ordering information Options
Output Power Colour Model Ref. Please select from the options below.
(Utm) (tcwW)
975 10.0 830 HD101 Body finishes /GY /BK
975 10.0 840 HD102 Suspension kit /suUs
1750 18.0 830 HD103 40° Specular Reflector /SP40
1750 18.0 840 HD104 50° Multi-facet Reflector /MF50
2650 270 830 HD105 Please see accessories sheet Accessories
2650 27.0 840 HD106

Please note: specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for
illustrative purposes. Tolerance range of optical and electrical data is +/-10%. We reserve the right to amend or change details without prior notification. E&OE. GDS-353-REV3 04/04/2019 1 of 2



SYS'ON - HD PHILIPS GAMMA

ILLUMINATION
OPTIONS AND ACCESSORIES INSIDE

Options

/GY /BK /SP40 /MF50

Grey finish - RAL 9006 Black finish - RAL 9005 40° Specular Reflector 50° Multi-faceted Reflector

Accessories (factory fit only)
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.

/Sus /SuUs /SuUs TA310/FROST

2 m suspension kit in white 2 m suspension kit in grey 2 m suspension kit in black Frosted snoot

TA310/BLUE TA340 TA341 TA342

Blue snoot Clear glass Centre etched glass Fully etched glass

PRODUCT

> PV

TA343 TA344 Product variations
Clear polycarbonate Opal polycarbonate Other colours and specifications

available on request

Thornhill Road Business Park

Tenter Fields, Dewsbury & ' 5831-2015
West Yorkshire RecQlight /| Qulty
Management
WF12 9QT
o BRITAIN

+44.(0)1924 482777 FS 593079
www.gamma-uk.com
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Please note: specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for
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