
To accompany Lingo LTT Datasheet GDS‐356‐REV2

LTT ‐ Lingo
Model 

Reference
Luminaire 

Power (tcW)
Luminaire 

Output (Llm)

Luminaire 
Efficacy 

(Llm/tcW)

Colour 
Temperature 

(K)

Colour 
Rendering (Ra)

Nominal 
Weight (kg)

Mains Voltage 
(V)

Mains 
Frequency (Hz)

Ingress 
Protection ‐ 

Front

Ingress 
Protection ‐ 

Rear

MacAdam 
(SDCM)

Minimum 
Operating 

Temperature 
(°C)

Maximum 
Operating 

Temperature 
(°C)

Warranty 
(Years)

Power Factor
Life L80/F10

(hours)

LTT001 27.0 3183 118.0 3000
LTT002 27.0 3275 121.4 4000
LTT003 34.8 3979 114.2 3000
LTT004 34.8 4086 117.3 4000
LTT005 41.5 4520 108.9 3000
LTT006 41.5 4651 112.1 4000

LTT001/NB 27.0 3221 119.4 3000
LTT002/NB 27.0 3314 122.9 4000
LTT003/NB 34.8 4026 115.6 3000
LTT004/NB 34.8 4134 118.7 4000
LTT005/NB 41.5 4574 110.2 3000
LTT006/NB 41.5 4706 113.4 4000

LTT001/WB 27.0 2804 104.0 3000
LTT002/WB 27.0 2885 107.0 4000
LTT003/WB 34.8 3505 100.6 3000
LTT004/WB 34.8 3599 103.3 4000
LTT005/WB 41.5 3982 96.0 3000
LTT006/WB 41.5 4097 98.7 4000

Please note: Specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for illustrative purposes.
Tolerance range of optical and electrical data is +/‐10%. We reserve the right to amend or change details without prior notification. E&OE. 
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