
Black /BK

Grey /GY

SwitchDIM, DALI or DSI /ECO

Emergency conversion /EMI

DALI / Self-test emergency conversion /EMDI

Luminaire Output

(llm)

Power

(tcW)

Colour Model Ref.

825 9 830 AEC001

850 9 840 AEC002

1525 16 830 AEC003

1625 16 840 AEC004

2225 24 830 AEC005

2325 24 840 AEC006

Please select from the options below. 

Declaration of Conformity available 

Please note: specification values may change due to rapid development of lighting technology.  All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for  
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VIRO - AEC
DATASHEET

Key Features     Technical Drawing

Decorative LED wall light

Bi-directional light output

Opal acrylic diffusers for homogenous illumination

Vertical or horizontal mounting

Emergency options

Integral LED driver

White (RAL9016) as standard. Black (RAL9005) and grey (RAL9006) options

Short circuit, overload and temperature protection

5 year warranty

81 mm

400 mm

110 mm

Ordering Information Options



/ECO
SwitchDIM, DALI or DSI

SwitchDIM

DSI

/GY
Grey body (RAL9006)

/EMI
Emergency conversion

/EMDI
DALI / Self-test emergency 
conversion

Please note: specification values may change due to rapid development of lighting technology.  All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for 
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VIRO - AEC
OPTIONS AND ACCESSORIES

/BK
Black body (RAL9005)

Also Available

Product Variations
Other colours and specifications 
available on request

Finishes

FS 593079

Thornhill Road Business Park
Tenter Fields,  Dewsbury
West Yorkshire
WF12 9QT

+44 (0)1924 482777
www.gamma-uk.com




