BUGSY EG PHILIPS GAMMA
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ILLUMINATION

Key Features Technical Drawing

° Fully adjustable surface mount LED spotlight 110x90 mm (1

‘ 305 x 90 mm (2x)

° c/w Philips 50W equivalent LED lamp

° Wall or ceiling mounted

° White body and black baffle as standard

° Mains phase-cut dimming*
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° Twin or track mount options
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Ordering Information Options
Lamp Life Ra CCT Power Model Ref. Please select from the options below.
Model hours K W
Pro* 15K 80 2700 4.6 (50W) EGO001 Black body /BL
15K 80 3000 4.6 (50W) EG002 White baffle /WB
15K 80 4000 4.6 (50W) EG003 Gold baffle /GB
Master 25K 90 2700 4.9 (50W) EG004 Twin body /TW
25K 90 3000 4.9 (50W) EG005 3-circuit track mount (single only) /TK
25K 90 4000 4.9 (50W) EG006
Expert 40K 90 2700 55 (50W) EG007
40K 90 3000 5.5 (50W) EG008
40K 90 4000 5.5 (50W) EG009

*Pro versions not available with mains dimming

Please note: Specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for illustrative
purposes. Tolerance range of optical and electrical data is +/-10%. We reserve the right to amend or change details without prior notification. EQOE. GDS-441-REV1 26/04/2023
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