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TITAN - AJJ
DATASHEET

Touch dimming / DALI* /T+DALI

40° multi-faceted reflector /MF40

Emergency (remote indicator)* /EM

DALI and self-test emergency (remote indicator)* /EMD

Emergency (integral indicator)* /EMI

DALI and self-test emergency (integral indicator)* /EMDI

IP54 sealed lens /54

Bezel adapted to accept IP65 over-bezel /65

Casambi Bluetooth wireless network /BTC

Luminaire Output Power Colour Model Ref.

(llm) (tcW)

1075 9.5 830 AJJ1130

1175 9.5 840 AJJ1140

1850 17.5 830 AJJ2030

2000 17.5 840 AJJ2040

2850 30.5 830 AJJ3030

3075 30.5 840 AJJ3040

4425 46.5 830 AJJ5030

4800 46.5 840 AJJ5040

1850 17.5 927 - 965 AJJ2000/TUNE

Key Features     Technical Drawing

OptionsOrdering Information

Large 232 mm downlight with die-cast bezel 

Philips LED and driver system for optimum performance

Tunable white option (Tridonic DLE)

50° satin etched reflector as standard or 40° multi-faceted option

DALI, dimming and emergency options

Brilliant white bezel - RAL9016

IP54 and IP65 options

Cut-out tolerance +/- 4 mm for easier retro-fitting

Lumen maintenance L70/B10 @ 60,000h

5 year warranty

Please select from the options below. 

140 mm

35
 m

m
 m

ax

ø222 mm cut-out

ø232 mm bezel
ø237 mm IP65 bezel

160 mm
(AJJ5030 / 40 only)

232 mm

DATASHEET

/MF40

IP65

* Not available with tunable white
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TITAN - AJJ
OPTIONS AND ACCESSORIES

Options

/T+DALI
Touch dimming / DALI

/EM
Emergency (remote indicator)

/EMD
DALI and self-test emergency 
(remote indicator)

/MF40
40° multi-faceted reflector

/EMI
Emergency (integral indicator)

/EMDI
DALI and self-test emergency 
(integral indicator)

IP65 Bezel

IP65/002/240
IP65 bezel - White RAL9010 with 
clear glass

IP65/008/240
IP65 bezel - White RAL9010 with 
opal polycarbonate

IP65/009/240
IP65 bezel - White RAL9010 with 
clear polycarbonate

GF008 / GF010
Anti-tamper driver / Anti-tamper bit 
for IP65 bezel

Touch
Dimming

Thornhill Road Business Park
Tenter Fields,  Dewsbury
West Yorkshire
WF12 9QT

+44 (0)1924 482777
www.gamma-uk.com

/65
Bezel adapted to accept IP65 over-
bezel

/54
Clear IP54 sealed lens

Contact Sales
Bezel available in any RAL colour

/BTC
Casambi Bluetooth wireless 
network (inc dim)

Membership
1835




