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Echo AEF
Data Sheet

ORDERING INFORMATION

Options Suffix

Control gear * /T+DALI, /DALI

Finish options /BK, /GY

Product variations available PV.

Membership No 1835

OPTIONS

www.gamma-uk.com 

Luminaire
output
(llm)

Colour
temp

Luminaire 
power
(tcW)

Luminaire
efficacy

(llm/tcW)

Model ref.

2625 840 47 56 AEF001

5025 840 83 60 AEF002

KEY FEATURES
 High quality extruded aluminium body

Available in 600 mm and 1200 mm diameters

Dimming and DALI options

Complements Echo AEH pendants

Life 50,000 hours L70

Opal acrylic diffusers for homogenous illumination

Complete with 1.4 m suspension

Options

Dimming

Options

Dimming

Options

Dimming

RAL colour
options

years

Warranty

hours

Life
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* Note:  /T+DALI available with AEF001 only 
  /DALI available with AEF002 only
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Echo AEF
Options and accessories

/BK
Black RAL 9005

/GY
Grey RAL 9006

PV - Contact Sales
Any RAL colour

PV - PRODUCT VARIATIONS

PV - Contact Sales
Additional uplight 

/DALI
DALI control gear
(1200 mm only)

/T+DALI
Touch dimming or DALI

(600 mm only)

Touch
Dimming

OR

See Echo AEH
600 mm & 1200 mm moon 

pendants

RELATED PRODUCTS

Thornhill Road Business Park
Tenter Fields,  Dewsbury
West Yorkshire
WF12 9QT
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