
Surface linear
INSTALLATION GUIDE 990.0446.01 - 27/02/2025

For light source energy class, please refer to relevant 
product technical data sheet for further information.

Ingress protection:      Ceiling mounted  IP44
Wall mounted IP40
Suspended  IP40

Please retain this guide for future reference and   
recycle packaging.

Important

The light source in this product                                                                       
shall only be replaced by the original                                                                                      
manufacturer, service agent or a 
similarly qualified person.

Control gear replaceable by a            
professional

We reserve the right to amend any product specification without prior notice. Any alterations made to the luminaire may affect life and light 
output and invalidate any warranty. Luminaire complies with all safety standards set out in BS EN 60598.



A1 Isolate mains supply before 
commencing installation

A2

- Using a suitable flat-bladed screwdriver, carefully prise out 2 x diffuser retainer pins from 
end-cap and store for reuse.

-  Slide diffuser towards open pin-holes (1).

-  Push edges of diffuser inwards (2) and release from body

A4

A5

Reinstate mains supply

A6

 - Connect mains supply to terminal block.

 - For switch dim, link D2 to N and connect D1 to mains supply via a push to make retractive switch.
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Installation Procedure

WARNING

Turn Off
Power Supply

1.Switch off before installation.
2.Switch on only after complete installation and examination of the circuit.
3.Professional electrician for installation and maintenance only.

IP44

IP40
Surface mount-IP44
Wall mount-IP40
Pendant-IP40

IP40

6

COMPLETE

5

1

2

3

4-1

Standard

L=Switched
    =Earth
N=Neutral

3

B

A

A
500mm
1060mm
1360mm

spec
600mm
1200mm
1500mm

B
150mm
150mm
150mm

1

Surface mount installation

2

1
2

Installation Procedure

WARNING

Turn Off
Power Supply

1.Switch off before installation.
2.Switch on only after complete installation and examination of the circuit.
3.Professional electrician for installation and maintenance only.

IP44

IP40
Surface mount-IP44
Wall mount-IP40
Pendant-IP40

IP40

6

COMPLETE

5

1

2

3

A3 -  Secure body to mounting surface using suitable screws (not supplied)
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-  Engage diffuser edge grooves into lips situated on sides of main body and slide it towards 
pin holes

-  Once diffuser is engaged across its  entire length, slide it back to clear pin-holes

-  Re-insert pins to secure




