To accompany AGH Datasheet Rev3

FREESTYLE AGH

Colour Light Source Luminaire Ingress Ingress Minimum Maximum Lumen
Model Temperature Colour Light Source Light Source gEfﬁcac Luminaire Luminaire Efficac UGR BLF Nominal Weight| Mains Voltage Mains Prot:ction Protiction MacAdam Operating Operating Warranty Power Factor Maintenance Light Source
Reference P Rendering (Ra) | Power (W) | Output (im) v Power (tcW) | Output (Lim) Y (EM ONLY) (Ke) W) Frequency (Hz) (SDCM) | Temperature | Temperature (vears) 180/B10 | Energy Class
(K) (Im/w) (LIm/tew) Front Rear o o
(°c) (°c) (Khrs)
AGH001 3000 80 23.0 3000 130 26.5 2975 115 17.5 0.09 E
AGH002 4000 80 23.0 3175 138 26.5 3175 122 17.9 0.09 E
AGH003 . 3875 125 . 3850 112 . .
3000 80 31.0 34.5 187 0.07 2.75 220-240 50-60 P40 1P20 3 -10°C 35 5 >0.95 >102 £
AGH004 4000 80 31.0 4100 132 345 4100 121 18.8 0.07 E
AGH005 3000 80 355 4275 120 39.0 4250 110 18.7 0.06 E
AGHO006 4000 80 35.5 4525 127 39.0 4525 116 18.9 0.06 E

Please note: Specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for illustrative purposes.
Tolerance range of optical and electrical data is +/-10%. We reserve the right to amend or change details without prior notification. E&OE.
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