GAMMA

ILLUMINATION

Dallas - AFB
Data Sheet

/ /

MADE IN
BRITAIN

Membership No 1835

KEY FEATURES

e Professional wall mounted uplight

e Tridonic LED module and driver system

e Opal acrylic diffuser for homogenous illumination
e Integral emergency and DALI dimming options

e Wireless control options

e |ife >100,000 hours L80/B10

o White RAL 9016 as standard.

e Black RAL 9005 option

e Use toaid LG7 compliance

® 5 year warranty

ORDERING INFORMATION
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OPTIONS

975 830 9.0 108 AFB001 Black finish /BK
1025 840 9.0 14 AFB002 Control gear /ECO, /BTC
1850 830 16.0 116 AFB003 Emergency - Integral indicator /EM, /EMS, /EMD
1975 840 16.0 123 AFB004
2350 830 19.5 121 AFB005
2475 840 19.5 127 AFB006
3600 830 30.5 118 AFB007
3800 840 30.5 125 AFB008
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GAMMA | Dallas - AFB | /
Options and accessories BRITAIN

Membership No 1835
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/BK /ECO /BTC
Black - RAL 9005 SwitchDIM / DALI / DSI Casambi wireless network
inc. dimming

BTWSO001 BTWS002
Wireless Casambi Wireless Casambi
single wall switch twin wall switch
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/EM /EMS /EMD
Emergency Self-test emergency DALI emergency
Integral indicator Integral indicator Integral indicator
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Eﬁmm& Dallas - AFB ‘
Product variations BRITAIN

Membership No 1835

PV - Contact Sales PV - Contact Sales
Any RAL colour Philips EasyAir presence

and daylight sensor

LITE [P mymesh

PHILIPS
PV - Contact Sales PV - Contact Sales PV - Contact Sales PV - Contact Sales
HubSense wireless Philips MasterConnect LitelP wireless Mymesh wireless
wireless control control control
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West Yorkshire
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Please note: Specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C.
Data may be rounded up/down for illustrative purposes. We reserve the right to amend or change details without prior notification. E&OE.
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